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Division of Engineered Controls International, Inc. 3181 Lear Drive Burlington, NC 27215 Ph. (336) 226-3244 Fax (336) 227-6294

_______________________________________________________________________________________________________________

RegO Cryo-FIow Products

Operating Instructions for 9452DA, 9453DA, and 9454DA 

Short Stem Brass Valves for Portable Cryogenic Cylinders and other In​-Line Shut-off valve applications

Suitable for use on Oxygen, Argon, Nitrogen, Nitrous Oxide, and Carbon Dioxide

Maximum Allowable Pressure 42 bar

Warning: Installation, usage and maintenance of this product must be in compliance with all Engineered Controls International Inc. instructions as well all requirements and provisions of national, and local standards, codes, regulations, and laws.

Inspection and maintenance on a periodic basis is essential. Only qualified personnel should perform installation and maintenance.

Be sure all instructions are read and understood before installation, Operation and maintenance. These instructions must be passed on to the end user of the Valve.

Caution: Contact of cryogenic liquids or inhalation of the vapors must be avoided to prevent serious injury and death! O2, Ar, N2, N20, and, CO2 must be released outdoors in air currents that will ensure dispersion to prevent exposure to people and livestock. These gases must be kept far enough from open flame or other source of ignition to prevent fire or explosion!

Installation:

1.
Ensure connections are clean and free of any debris.

2.
Apply a sealant that is appropriate for the intended service to the male threads of the connection.

3.
Position the valve such that the flow arrow is in the proper direction for the intended application.

4.
Restrain the valve with a vise or suitable wrench, and using an appropriate wrench for the connection, tighten the connection to the valve. Do not over tighten connections, as this will cause thread stress.

5.
Follow all local or national codes and standards for pressure testing and leak checking the installation before start up of the system.

Operation:

RegO Cryo-Flow Products Valves are designed to provide positive shut-off and offer a long, low maintenance service life for

liquid or vapor service: they are designed to stop flow in either direction. 

They are ideally suited for use on containers, transports, cylinder filling plants and plant piping.

1.
Follow your company‘s established operating procedures.

2.
Wear eye protection.

3.
Wear suitable gloves to prevent freeze burns.

4.
Ensure all threads engage smoothly and easily. Do not hammer or force the valve in any manner.

5.
When opening the valve, turn the hand-wheel counter clockwise, and ensure that it is opened fully (back-seated). Do not partially open the valve. With the valve pressurized, inspect the connections for signs of leakage — no leakage permissible.
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